














Skirting boards Choose from range of skirting in various decors to suit all Krono Original®
floors. Our clever fixing system makes it quick and simple to achieve a perfect installation.

Please find here a small selection of our skirting.

K40 Clip-Strip K58C Clip-Strip Trendy skirting board, shaped
2600 x 40 x 22 mm 2600 x 58 x 18 mm 2600 x 70 x 17 mm
2600 x 100 x 17 mm

Corner pieces
Available for skiring systems K40 and K58C.

End piece | Inside corner | Outside comer

Mounting parts
Suitable for various skirling boards.

15 meter skirting boards can be easily and professionally fitted with the contents
of one packet. The set is supplied complete with screws and wall plugs.

Flooring eccessores | Bodenzubehor

accessories



Floor profiles Floor profiles enable you to create smooth crossovers between different rooms

or floorings. End profiles also ensure perfect edge finishes.

Threshold profile End profile Ramp profile
For level floorings. For screw or click-in fixing. Anodised in modem  For clean finishes and joints at walls and other boundaries. For screw or  For different level floorings. For screw or dlick-in fixing. Anodised in
colours or covered with high-quality wood decor films. dickin fixing. Anodised in modem colours or covered with high-quality  moden colours or covered with high-quality wood decor films.
wood decor films.
900 mm or 2700 m 900 mm or 2700 mm 900 mm or 2700 mm

Under|ays Depending on the situation in the room, attention must be paid to the correct
underlay material when laying the floorings.

POR 1.5 WOOD 5.0 XPS 5.0

Very hard-duty high-fech acoustic mat with outstanding properties in  This insulation panel is made from wood fibres and is especially suitable 5 mm thick panels from extruded polystyrol. Excellent insulating
every respect / in all areas. Material: highly mineral filled polymers.  for thermal insulation. But is unsuitable for rooms with underfloor  properties and high impact noise reduction. Levels uneven patches
Due to the extremely low thermal resistance, practically no effect on  heating. Because of its high wood content, a PE foil must be loid o up o 4 mm.

the time taken for underfloor heating to heat up. Integrated moisture  undemeath it for moisture protection.

profection with sd > 200 m.

Packaging information

“ Panel Size/mm | Thickness/mm| Panels/Pack. Weight/kg
10 217 15

super natural prestige 1380 x 157 mm 8

super natural narrow 1285 x 123 mm 8 12 1.89 14
super natural classic 1285 x 192 mm 8 9 2.22 16
variostep wide body ggg : gg; :r:] g 2 gég };
variostep narrow 1285 x 123 mm 8 12 1.89 14
variostep classic 1285 x 192 mm 8 Q 2.22 16
castello wide body 1285 x 242 mm 8 8 2.48 17
castello classic 1285 x 192 mm 8 9 2.22 16
kronofix cottage 1285 x 192 mm 7 10 2.47 15
kronofix classic 1285 x 192 mm 7 10 247 15

WWW. Krono-original.com
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K Virtual room set-up
Original
-Jality Take the guesswork out of planning the room of your dreams. Simply visit the

Floor Studio at www.krono-original.com and waich your ideas take shape. Go

at www.krono-original.com

ahead, be as bold and creative as you like.

Krono Ouwie  Produdt  Merkisle  ssflo Folmardcs  CAD Sevica
original

www.krono-original.com

www.facebook.com/KronoOriginal

kkrono! ooreing

Kronoflooring GmbH
Mihlbacher Strafe 1 - D-01561 Lampertswalde/Dresden
Tel: +49 3522 33-30 - Fax: +49 3522 33-399 - info@kronoflooring.com




